
York Flashing’s prefabricated stainless steel end dams, inside corners, and 
outside corners are recommended with all of York’s flashing products. 
Made of 26 gauge 304 stainless steel. Spot welded and soldered. 
•	End Dams: Measure 2" H x 4" D x 4" W
• Inside Corner: Measure 4" H x 6" D x 6" W with a 2" notch
• Outside Corner: 4" H x 6" D x 10" W
• Termination Bar: 1" W x 8' L with top sealant lip, 1/4" holes every 8"
• Drip Edge: 3" W x 8' L, x 1/4" 30 degree hemmed outside edge
• Drip Edge Corners: inside and outside with hemmed outside edges
• Stainless steel weep vents: 2.5 x 3.5 (Standard), 3.5 x 3.5 (Jumbo)
• Stainless steel angle: 2" x 2" x 8' L

*Call for Type 316 or custom stainless steel accessories.*

Stainless Steel Accessories

STAINLESS STEEL MASONRY ACCESSORIES
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NOTES: 
SEALANT MAY BE 
REQUIRED BUT NOT 
SHOWN FOR CLARITY. 
FLASHING & DRIP EDGES 
SHALL BE CONTINUOUS. 
EXPLODED VIEW SHOWS 
GAPS FOR CLARITY. 
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