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FASTENER w/ NEOPRENE
WASHER @ 8" O.C.

YORK 304SA

1"

MOISTURE/VAPOR/AIR BARRIER

YORK 304 SA TRANSITION
MEMBRANE WITH US-100

EDGE SEALANT

FINISH GRADE
WHEN INSTALLING YORK 304 SA ONTO
RUBBERIZED ASPHALT
WATERPROOFING AN EPOXY PRIMER IS
REQUIRED - SEE INSTALLATION
INSTRUCTIONS

INTERIOR SHEATHING

INSULTATION

FULLY GROUTED BELOW
GRADE - SLOPE TO DRAIN

WATERPROOFING
MEMBRANE (PER ARCH)

NOTE:  ENGINEER OF
RECORD (EOR) TO REVIEW
AND SPECIFY FASTENER
TYPE AND FASTENER
SPACING FOR TERMINATION
BAR, AND STRAPPING OR
BLOCKING FOR ANCHORING
OF TERMINATION BAR
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Design team is responsible for design application of York Flashings
products and accessories. All products should be used in
compliance with local building codes and international codes or
standards.  York provides this detail as guidance only and accepts
no liability for the use or duplication of this detail. The design team is
responsible for the design and, at their discretion, should determine
if the recommended product application is suited for the project and
performance desired.  This detail is subject to modification at the
manufacturer's discretion without notice. For the most recent
version, please visit www.yorkflashings.com.
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