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Installation Instructions
1.  Membrane shall be installed on a clean, dry, and  
     smooth substrate.

2.  Install the YorkShield 106 PT on top of a compatible  
     sealant and hand pat with firm pressure to ensure  
     uniform contact with the substrate.  

3.  The edge of the flashing should extend a minimum of  
     2” beyond the foundation and bent to a downward 45°  
     angle.

4.  Splice joints by overlapping the membrane a minimum  
     of six inches in 2 beads of sealant, and seal the edge with  
     a compatible sealant. 

5.  Install YorkShield 106 PT between the foundation and  
     the sill plate with the copper facing up.  
     (If this product will come in contact with the post anchor  
     bracket, the polymer side should face up to act as an isolation  
     barrier)

6.  Seal all protrusions with compatible sealant, mastic, or  
     caulk.

YorkShield 106 PT™

Copper Termite Shield

Note: The polymer layer is an integral part of the composite 
material and should not be removed.

YorkShield 106 PT installed as a termite shield on a  
foundation wall

YorkShield 106 PT installed as a termite shield on a  
stem wall
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YorkShield 106 PT™

Copper Deck Ledger Flashing

Installation Instructions
1.  Membrane shall be installed on a clean, dry, and  
     smooth substrate.

2.  Install the YorkShield 106 PT over the ledger board  
     carrying the flashing up the wall a minimum of 6  
     inches.

3.  Install the YorkShield 106 PT with galvanized staples  
     to hold flashing in place temporarily until the project is  
     sided and decked. Seal the top edge with a compatible  
     sealant.

4.  YorkShield 106 PT is made with a cross woven polymer  
     laminated to one side which acts as an isolation barrier  
     if you install the joist hangers on top of the flashing. If  
     the flashing is not touching the joist hangers then it can  
     be installed copper face out.

5.  Splice joints by overlapping the membrane a minimum  
     of six inches in 2 beads of sealant, and seal the edge with  
     a compatible sealant.

Note: The polymer layer is an integral part of the composite 
material and should not be removed.

YorkShield 106 PT installed with the polymer facing 
outward with the joist hangers installed on top of the 
flashing. The cross-woven polymer acts as an isolation 
barrier between the dissimilar metals.

YorkShield 106 PT installed with the copper facing  
outward and it must not touch the joist hangers.


